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self-contained, vacuum transfer of plastic pellets 
and regrinds over short distances using powerful 
single-phase vacuum motors. Standard models 
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hoppers.Machine Mount packages provide a quick 
disconnect glass tube base with integrated vacu-
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less maintenance.
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   pickup wand and hose clamps.
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standard models.
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   monitoring capabilities
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   programming instructions 
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VL-12-T

Micro PLC Control
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 Model +<!%!= +<!$>!= +<!$?!=

VOLUME 1/8 ft.3 1/3 ft.3 1/2 ft.3

RESIN CAPACITY 5 lb. 12 lb. $? lb.

  DISCHARGE DIAMETER 2 in. 2  in. 2 in. 
MACHINE MOUNT

 DISCHARGE DIAMETER
1.5 in. 1.5 in. 2in.

**RECOMMENDED (MAX)  
   THROUGHPUT/HR. >BB�&�C%B) 'BB�&(BB) %BB�&DBB)

†MAXIMUM CONVEYING  
  DISTANCE 50 ft. 50 ft. 50 ft.

  LOAD TIME:  (SECONDS) ���	�?? ���	�?? ���	�??

  DUMP TIME: (SECONDS) ���	�?? ���	�?? ���	�??

  AMPS @115V 8 13 13

COMPRESSED AIR 
USAGE 

��>��HJ

DIMENSION A 23” 28” 32”

DIMENSION B 17” 22” 26”

DIMENSION C 5” 11” 15”

DIMENSION D 6” 10” 10”

Machine Mount Model Dimensions:
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     proportioning valve reduces throughput.
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brush life.  
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NOTE: Maximum rate based on virgin pellets from close distance. 
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  INLET DIAMETER:  $�%L�/�*�
SUPPLY VOLTAGE:  115/1/50-60
PULSE DURATION:  500 milliseconds
    TOTAL PULSES:  $!???�&��Z������V�������������������)
        AIR SERVICE:  80 PSI required 

“A”

“B” “D” 
I.D.

“C”

Mounting Pattern

0.3125”/ 8 mm Dia. Hole 
4-Equally Spaced On A  
6.875”/175 mm Dia. B.C.

6.25”/159mm Dia. Hole

Machine Mount Adapter Dimensions

Model
Glass Size 

lb./kg
A B C D E 

+<!%!JJ!= >Q�? 5 2.5 3.5 1.5 6.5

+<!$>!JJ!= >Q�? 5 2.5 3.5 1.5 6.5

+<-$?!JJ!= 8/3.6 6.5 2.5 3.5 2.25 6.5

Machine Mount Adapter 
(Included with MM models)

VL-5-MM-T

Proportioning Option: 
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